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STEEL NAIL BINS 


BOLT AND SCREW CASES 


No. 25B 

Each section revolves independently on ball bear¬ 
ings, in either direction no matter how heavily loaded. 
Wearproof machined bearings. 

Two inch double strength steel center support 
molded solidly into iron base. 

Bins made of roller-leveled sheet steel. Scale, 
scoop, chains, scale arm are extra. 

Sections, 5 Width, 48 in. 

Compartments, 25 Height to ) 

Comp. Capacity, 110 lbs. Top Bins ) ^ * n, « 

Packed, 1. Weight, 360 lbs.each, $150.00 

AUTO PARTS CASES 



No. 70 


Each section revolves in either direction on ball 
bearings. 

Double strength steel center stem solidly molded 
into cast iron base. 

Every compartment has card holder. 

Made of twenty gauge steel with beaded edge. 


Sections, 10 Height, 66 in. 

Compartments, 120 Diameter, 26 in. 

Packed, 1. Weight 400 lbs.each, $127.00 

DISPLAY STANDS 



No. 100C 


Sections revolve in either direction on ball bearings. 
All steel with substantial center stem. 

Compartments are 4 y 2 in. wide, 7 inches long, taper¬ 
ing to center, 3 inches deep. 

Sections, 10 Height, 38 in. 

Compartments, 120 Diameter, 16 in. 

Packed, 1. Weight, 150 lbs.each, $70.00 



No. 40=40 

Sections revolve on ball bearings, in either direction, 
independent of the others. Stabilizing feature prevents 
sagging or getting out of line. 

Double strength center stem molded solidly into cast 
iron base. Diameter of Sections 

No. 12 3 4 

Inches, 31 28 25 22 

Height, 58 inches. 

Packed, 1. Weight, 150 lbs.each, $60.00 


Our salesmen have complete catalogue of these fixtures 
Goods on this page for factory shipment only 




















